
PARKING DATA: 
PARKING STAI LS:  

Provided 9.0 x 18.0 
	

15 Stalls 
Provided Accessible (ADA) 

	
2 Stalls 

Provided Total 
	

17 Stalls 

Required Parking Stalls: 
1/3 of seats plus 1 per max. shift 
(28 seats / 3) + 8 = 	 17 Stalls 

DRIVETHRU STACK:  
Provided Drivethru Stack Behind Menu: 	3 Vehicles 

Required Drivethru Stack Behind Menu: 	3 Vehicles 

SETBACK: /.1INIMUM REQUIREMENTS 

LOCATION, 
	

BUR OING 	PARKING  

FRONT 
	

35' 
	

20' 

SIDE 
	

35' 
	

o.  

REAR 
	

15' 

SITE PLAN NOTES: 

1. ALL DIMENSIONS SHOWN ARE TO FACE OF CURB, EDGE OF SIDEWALK OR EXTERIOR 
OF BUILDING UNLESS OTHERWISE NOTED. REFER TO ARCHITECTURAL DRAWINGS FOR 
BUILDING DIMENSIONS AND SPECIFICATIONS FOR LOCATION OF EXITS, RAMPS, 
CONCRETE APRONS AND STOOPS. 

2 TACK SHALL BE USED ON BITUMINOUS EDGE PRIOR TO PATCHING. MATCH EXISTING 
GRADES. 

3 ALL CONCRETE SIDEWALKS ADJACENT TO BUILDING SHALL BE SEPARATED WITH A r 
EXPANSION JOINT. 

4 CONTRACTOR SHALL VERIFY ALL CONDUIT REQUIREMENTS FOR LIGHTING, IRRIGATION, 
MENU BOARD, COMMUNICATION PEDESTAL, ETC WITH OWNER PRIOR TO PAVING. 

S. CONTRACTOR SHALL VERIFY LOCATION OF THE MENU BOARD AND COMMUNICATION 
PEDESTAL WITH OWNER PRIOR TO PLACEMENT. 

B. ACCESSIBLE ROUTE SHALL BE PROVIDED FROM ACCESSIBLE STALLS TO BUILDING 
ENTRANCE (SEE ADAAG REQUIREMENTS). POLE MOUNT APPROVED SIGNS CENTERED 
ON STALLS. PAINT INTERNATIONAL SYMBOL OF ACCESSIBILITY ON STALL. 

7 CONSTRUCT ACCESSIBLE PEDESTRIAN RAMP PER ADAAG AND MNIDOT STANDARDS. 
PROVIDE CONTRASTING DETECTABLE WARNING STRIP, 

8 CONTRACTOR IS RESPONSIBLE FOR COORDINATING WITH FIRE MARSHAL FOR POSTING 
OF FIRE LANES, CURB MARKING AND SIGNAGE IF NEEDED. 

B. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION AND REMOVAL OF ALL EXISTING 
STRUCTURES THAT INTERFERE WITH NEW WORK AS sHowN. 

10. ALL LANDSCAPE AREAS ARE TO BE IRRIGATED. 
11. ALL NEW UTILITIES MUST BE UNDERGROUND. 
12. SIDEWALKS SHALL BE CONSTRUCTED WITH CROSS SLOPE OF 

1.5% (SITU ADJUSTMENT +/- 0.5%. SIDEWALKS WILL BE INSPECTED AFTER 
CONSTRUCTION, ANY SIDEWALK EXCEEDING 2.0% CROSS SLOPE WILL NEED TO BE 
REPLACED AT CONTRACTORS EXPENSE. 

SITE DATA: 
70NING: 
	

PCD-3 PLANNED COMMERCIAL DISTRICT 3 

PROPOSED USE: 
	

RESTAURANT WITH DRIVE-THROUGH 

GROSS LOT AREA 
	

18,700 SQ F7. OR 0_43 ACRES 

TOTAL BUILDING FOOTPRINT AREA, (CFA) 1,847 SO. FT. 
(EFFlodes 5450 8717,5010 

PERCENT BUILDING COVERAGE: 
	

9.9% 
(8 of gross lot area) 

FLOOR AREA RATIO 
	

0.099 
(1,847 / 18,700) 

0 	 10 	 20 	 30 

GRAPHIC SCALE IN FEET 

SITE PLAN BASED ON SURVEY INFORMATION 
DATED SEPTEMBER 19, 2012 PROVIDED BY 
LOT SURVEYS COMPANY, INC. 

LEGAL DESCRIPTION:  
Tract C, Registered Land Survey flo. 1357, 
Hennepin County, Minnesota. 

EXISTING IMPERVIOUS AREA: 
(1,14eg, s8s. eel k. 	ca.ernent) 

PERCENT EXISTING IMPERVIOUS AREA: 
(15.535 / 18,700) 

PROPOSED IMPERVIOUS AREA, 
88rate sOs.alk, 	ca.-ernerst) 

PERCENT PROPOSED IMPERVIOUS AREA: 
(14,838 / 18.700) 

PROPOSED LANDSCAPE AREA, 

PERCENT LANDSCAPE AREA: 
(3.862 / 18.700) 

15,535 SO. FT, 
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79 4% 

3,862 SO FT. 
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ARCHITECT:  
WCL ASSOCIATES, INC. 
CONTACT: DEAN MADSON 
4931 W. 35TH ST, STE 200 
ST. LOUIS PARK, MN 55416 
PH (952) 541-9969 
FX (952) 541-9554 

CIVIL ENGINEER:  
CIVIL ENGINEERING SITE DESIGN, LLC 
CONTACT: SCOTT DAHLKE 
118 EAST BROADWAY ST., PO BOX 566 
MONTICELLO, MN 55362 
PH (763) 314-0929 
ow w .civil B sd .com 
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PROPERTY OWNER:  
BORDER FOODS, INC. 
CONTACT: BARB SCHNEIDER 
965 DECATUR AVENUE NORTH 
GOLDEN VALLEY, MN 55427 
PH (763) 489-2970 
FX (763) 489-2971 
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KEY NOTES 

ASPHALT PAVING SECTION 	MDOT 
HEAVY DUTY 	 SPECIFICATIONS 

BT, WEAR COURSE 	 2" 	 SPWEA2408, MnDOT 2360 
BIT, BASE COURSE 	 SPNWB230B, I.InDOT 2360 
AGGREGATE BASE (CL 5) 	 2211 

COMPACTION DENSITY BETWEEN 95% AND 100% OF THE MARSHALL 
DENSITY, 100% FOR AGGREGATE BASE_ 

SOIL ENGINEER R COMMENDATIONS SUPERSEDE ABOVE LISTED SPECS 

0 
CS)

8612 (6") CONCRETE CURB & GUTTER. 1,1nOOT 2461 MIX 3Y22A SUPFORI.1 PLACEMENT OR 
MnDOT 2461 Ft IX 3Y32A MANUAL PLACEMENT, 

B612 (6") CONCRETE OUTFLOW CURB & GUTTER. (TIP-OUT FLOWU(IE). KinDOT 2461 MIX 3Y22A 
SL1PFORM PLACEMENT OR 61nDOT 2461 MIX 3032,6 MANUAL PLACEMENT. 

O CONCRETE SIDEWALK, WIDTH VARIES. 4" CONCRETE SIDEWALK W/6'U6"-#10/10 W.W,M. (CONST. 
JTS U 6' 0.C) OVER 4" CLASS 5 AGGREGATE BASE. M nDOT 2461 MIX 3Y22A SLIPFORM 
PLACEMENT OR MnDOT 2461 MIX 3Y32A MANUAL PLACEMENT, SOILS SPECIFICATIONS SUPERSEDE 
ABOVE LISTED SPECIFICAIIONS, 

6' CONCRETE PAVEMENT 1S/6"X6"-#10/10 	(CONST. JTS (6,  (2' DC.) OVER 4" CLASS 5 
AGGREGATE BASE. !.1nDOT 2461 MIX 3Y22A SLJPFORM PLACEMENT OR I,InDOT 2461 1.1IX 3Y32A 
MANUAL PLACEMENT. SOILS SPECIFICATIONS SUPERSEDE ABOVE LISTED SPECS, 

PED RAMP TO COMPLY WITH AMERICANS WITH DISABILITIES ACT (ADA) REQUIREMENTS. REFERENCE 
L,INDOT STANDARD PLAN 5-297.250, 

PAINT INTERNATIONAL SYMBOL OF ACCESSABILITY-WHITE LATEX PAINT, 

ACCESSIBLE PARKING SIGN (MNDOT #'S R7-8A AND R7-8E1). CENTER SIGN ON PARKING STALL. 
LOCATION PER GENERAL CONTRACTOR, MOUNT ON 6" CONCRETE BOLLARD, SEE DETAIL SHEET, 

GREEN AREA SEE LANDSCAPE PLAN. 

SENSOR LOOP, INSTALLED BY SIGN COMPANY. CONFIRM WITH ARCHITECTURAL PLANS. 

TRANSFORMER PAD BY GENERAL CONTRACTOR INSTALL PER UTILITY COMPANY SPECIFICATIONS, 

PAINT 4" WIDE SOLID STRIPE - WHITE. 

PAM TRAFFIC ARROWS - WHITE. 

PAINT 24" HIGH LETTERS - WHITE. 

PAINT 24" WIDE SOLID STRIPE - (IHITE. 

NOT USED 

EXISTING PYLON POLE WITH ELEVATED SIGN CABINET TO REMAIN IN PLACE. 

LIGHT POLE. REFER TO LIGHTING AND PHOTOMETRIC PLAN FOR LIGHT LOCATIONS AND SPECIFICATIONS. 
FOUNDATIONS BY GENERAL CONTRACTOR. VERIFY FOUNDATION SIZE WITH OWNERS ARCHITECT, 

GUARD POST BOLLARD. SEE DETAIL SHEET. 

CONCRETE DRIVEWAY APRON PER CRY STANDARDS. USE 8" CONCRETE. 

INSTALL SIGNS, MOUNTED ON 6" CONCRETE BOLLARD. SIGNS TO BE PLACED BACK TO BACK ON 
SAME BOLLARD. GENERAL CONTRACTOR TO COORDINATE LOCATION. 
a) 'STOP' SIGN 
b) 'DO NOT ENTER.  SIGN 

TRASH ENCLOSURE SEE ARCHITECT PLANS FOR DETAILS 

SAWCUT AND REMOVE EXISTING BITUMINOUS AT DRIVEWAY APRON AT MIN. 2.0' WIDTH FROM LIP 
EDGE OF REPLACEMENT DRIVEWAY APRON. PATCH WITH HEAVY DUTY BITUMINOUS PAVEMENT. 
MATCH EXISTING PAVEMENT ELEVATIONS AND CROSS SLOPE., 

CURB OPENING 3 FEET WIDE 10l00 CONCRETE SPILLWAY (3'W,(21). FORM FIOWLINE AT CENTER 
OF SPILLWAY. SPILLWAY CONCRETE SECTION TO BE INTEGRAL WITH CONCRETE CURB AND 
GUTTER, 

EXISTING FENCE TO REMAIN IN PLACE. 

BIKE RACK. SEE PROJECT SPECIFICATIONS, 

LANDSCAPE RETAINING WALL 1.0' TALL, SEE ELEVATIONS ON SHEET C4.0, CONFIRM RETAINING 
WALL MATERIALS AND COLOR WITH OWNER AND ARCHITECT, 

PAINT 12" WIDE SOLID CROSSWALK STRIPING - WHITE. 

ORDER CONFIRMATION BOARD, INSTALLED BY SIGN COMPANY. FOUNDATION BY GENERAL CONTRACTOR, 
VERIFY SIZE WITH OWNERS ARCHITECT. SEE ARCHITECT PLANS FOR DETAILS. 

MENU BOARD. INSTALLED BY SIGN COMPANY, FOUNDATION BY GENERAL CONTRACTOR, VERIFY 
SIZE WITH OWNERS ARCHITECT. SEE ARCHITECT PLANS FOR DETAILS. 

0 
BITUMINOUS PAVE6IENT AS 
SPECIFIED BELOW: 
(PARKING LOT ONLY)  

GENERAL NOTES: 

1. PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL 
VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS HAVE 
BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION SHALL 
BEGIN UNTIL THE CONTRACTOR HAS THOROUGHLY REVIEWED ALL 
PLANS AND OTHER DOCUMENTS APPROVED BY THE PERMITTING 
AUTHORITIES. 

2. WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE PLANS 
AND SPECIFICATIONS AND THE REQUIREMENTS AND STANDARDS 
OF THE LOCAL GOVERNING AUTHORITY, THE SOILS REPORT AND 
RECOMMENDATION! SET FORTH THEREIN ARE A PART OF THE 
REQUIRED CONSTRUCTION DOCUMENTS AND IN CASE OF 
CONFLICT SHALL TAKE PRECEDENCE UNLESS SPECIFICALLY 
NOTED OTHERWISE ON THE PLANS. THE CONTRACTOR SHALL 
NOTIFY THE TACO BELL CONSTRUCTION MANAGER OF ANY 
DISCREPANCY BETWEEN SOILS REPORT AND PLANS. 

3. SITE CLEARING SHALL INCLUDE THE LOCATION AND REMOVAL OF 
ALL UNDERGROUND PIPING, VALVING, ETC. 

4. SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH 
THESE PLANS AND SPECIFICATIONS AND THE RECOMMENDATIONS 
SET FORTH IN THE SOILS REPORT. THE CONTRACTOR SHALL BE 
RESPONSIBLE FOR REMOVING AND REPLACING ALL SOFT, 
YIELDING OR UNSUITABLE MATERIALS AND REPLACING WITH 
SUITABLE MATERIALS AS SPECIFIED, CONTRACTOR SHALL SUBMIT 
A COMPACTION REPORT PREPARED BY A QUALIFIED SOILS 
ENGINEER, LICENSED WITHIN THE STATE WHERE THE WORK IS 
PERFORMED, VERIFYING THAT ALL FILLED AREAS AND SUBGRADE 
AREAS WITHIN THE BUILDING PAD AND PAVEMENT AREAS HAVE 
BEEN COMPACTED IN ACCORDANCE WITH THE SPECIFICATIONS 
AND RECOMMEFIDATIONS SET FORTH IN THE SOILS REPORT. 

5. THE LOCATIONS OF THE UNDERGROUND FACILITIES SHOWN ON 
THIS PLAN ARE BASED ON FIELD SURVEYS AND LOCAL UTILITY 
COMPANY RECORDS. IT SHALL BE THE CONTRACTOR'S 
RESPONSIBILITY TO CONTACT THE VARIOUS UTILITY COMPANIES 
TO LOCATE THEIR FACILITIES PRIOR TO STARTING COFISTRUCTION, 
NO ADDITIONAL COMPENSATION SHALL BE PAID TO THE 
CONTRACTOR FOR DAMAGE AND REPAIR TO THESE FACILITIES 
CAUSED BY HIS WORK FORCE, 

H. ALL EXISTING DIMENSIONS AND GRADES SHOWN ON THE PLANS 
SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO 
CONSTRUCTION. CONTRACTOR SHALL NOTIFY TACO BELL 
CONSTRUCTION MANAGER IF ANY DISCREPANCIES EXIST PRIOR TO 
PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN OR 
GRADE CHANGES, NO EXTRA COMPENSATION SHALL BE PAID TO 
THE CONTRACTOR FOR WORK HAVING TO BE REDONE DUE TO 
DIMENSIONS OR GRADES SHOWN INCORRECTLY ON THESE PLANS 
IF SUCH NOTIFICATION HAS NOT BEEN GIVEN. 

TACO BELL EDINA, MN 



" concrete CUT 
	

075.65 

57.9.49 

a- 
manhole 

rim-579.2n, 
env=572.03 

\\ "3' 	' 
1  01  

(5' 	f  
1 	IO 	,1 1 1 

0 \\ 

.0D  

2°0  

C"--)  
CP, 

CONNECT TO EXISTING 6" DIP WATER SERVICE AT 
APPROXIMATE ELEVATION 872.50. WATER SERVICE IS TO 
BE 1.0" Cu TYPE K PIPE FOR DOMESTIC WATER 
SOURCE. EXISTING PIPE INFORMATION IS APPROXIMATE. 
CONTRACTOR SHALL FIELD VERIFY LOCATION, PIPE SIZE, F,  
MATERIALS, AND ELEVATION PRIOR TO WORK. 
CONTRACTOR SHALL INCORPORATE VERTICAL ADJUSTMENT 
AS NECESSARY TO AVOID CONFLICT WITH SANITARY 
SEWER AND MAINTAIN MINIMUM 1.5' SEPARATION. 
CONTRACTOR TO COMPLY WITH ALL CITY PERMIT 
REQUIREMENTS. 

1 
CONNECT TO EXISTING 6" VCP SANITARY SEWER 
SERVICE AT APPROXIMATE ELEVATION 873.00 WITH 
WATER-TIGHT CONNECTION. EXISTING PIPE INFORMATION 
IS APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY 
LOCATION, PIPE SIZE, MATERIALS, AND ELEVATION PRIOR 
TO WORK. CONFIRM PROPOSED INVERT AT BUILDING 
CAN BE ACHIEVED. CONTRACTOR SHALL CONTACT 
ENGINEER IMMEDIATELY IF ELEVATION OF EXISTING 
SERVICE CONFUCTS WITH PROPOSED INVERT. 
CONTRACTOR TO COMPLY WITH ALL CITY PERMIT 
REQUIREMENTS. 
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GRAPHIC SCALE IN FEET 

SITE PLAN BASED ON SURVEY INFORMATION 
DATED SEPTEMBER 19, 2012 PROVIDED BY 
LOT SURVEYS COMPANY, INC. 

BENCHMARK:  
Top nut of hydrant located on Southdale Circle at 

62 feet southwest of southwest property corner. 
Elevation = 883.40 feet 

LEGAL DESCRIPTION:  
Tract C, Registered Land Survey No 1357, 
Hennepin County, Minnesota. 
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1. BEDDING SHALL BE NATIVE SOILS MATERIALS 
MEETING SELECT GRANULAR BORROW thIDOT 
SPEC. 314928 

2 COMPACT TO 95% STANDARD PROCTOR. 
3 SELECT FILL PLACEMENT SHALL BE FREE OF 

LARGE ROCKS (3"+) AND SHALL BE PLACED 
IN 8" ?MX. LOOSE LIFTS AND COMPACTED TO 
9571 STANDARD PROCTOR. 

TACO BELL EDINA, MN 
BEDDING DETAIL 

STRUCTURE AND INFILTRATION ZONE 
SECTION VIEW 

CB-3 AND CB-4 

STRUCTURE AND INFILTRATION ZONE 
SECTION VIEW 

CB-1 AND CB-2 

N7710 	. 

GENERAL UTILITY NOTES: 
1. Specifications applicable for this project. 	Current standard specifications for the City of Edina, MN and all Minnesota 

Department of Health and MIPCA requirements except where modified by these contract documents. 
2. OSHA requirements shall be followed for all work on this project. 
3. The Contractor shall notify "Gopher State One Call"  48 hours prior to any 	excavation (651-454-0002 or 

1-800-252-1166 out state.) 
4. The Contractor shall verify all locations and elevations of underground utilities with utility companies prior to any 

construction (storm sewer, sanitary sewer, water, natural gas, telephone, electric, etc.), and immediately notify the 
Engineer of any conflicts. 

5. The Contractor shall protect all existing utilities and facilities to allow proper functioning during and after construction. 
Any required supporting structures shall be supplied by the Contractor as work incidental to the contract. 

6. The contractor shall immediately notify the Engineer of any conflicts between existing utilities, and the proposed 
construction. The Engineer will coordinate with the Ublity Company in question to determine the need for relocation of 
the existing utility. 

7. Existing conditions such as sand h manholes or valve boxes shall be identified by the Contractor and these shall be 
reported to the Engineer prior to excavation by the Contractor. Once construction has begun, all damage to 
underground utilities will be assumed to have been caused by the Contractor, any repairs necessary shall be performed 
by the Contractor at the Contractor's expense. 

8. Final Plat shall govern for easements and lot lines. 
9. The Contractor shall coordinate with the local jurisdiction to obtain permits and meter for water source. All associated 

costs shall be incidental to the 	Contract, including disposal of test water into City's sanitary sewer system. 	The 
Contractor shall not operate gate valves or hydrants on the Citis water supply system. 

10 The Contractor shall notify the City Engineer and the Project Engineer 48 hours prior to starting wortc or as required 
by the local jurisdiction or be subject to being shut down. 

11 The Contractor shall keep access roads clear of soil or other debris, and perform daily street cleaning as required by 
the 7/FOES permit or as required by the City. Positive drainage, controlled with erosion control and erosion prevention 
measures as required by the NPDES permit shall be performed. 	Inlet protection shall be installed within 48 hours after 
inlet construction. Unless specified on the plans or as a bid item on the Ed Form, any temporary culverts, ditches, 
filter fabric, etc necessary to accomplish this shall be performed as incidental to the Contract. 

12 The Contractor shall preserve and protect the markers and monuments set for the subdivision of the land. 
13 The Contractor shall schedule the soils engineer to facilitate certification of all controlled fills in a timely fashion. 

Density tests shall meet the following, 
A. Density tests shall be taken on all trenches at locations as determined 	 by the Engineer or his 
representative. 
B. Within the upper 3' of streets, private drives and parking lots, Contractor shall utilize approved soils that are within 
1%, optimum moisture content as defined by the Standard Proctor Test-ASTM: D-698 with 10055 Standard Proctor 
Density and not exceeding compact on by more than 1%. Below the upper 3', compaction shall meet 95%. Grading 
tolerances shall be 0.r. 

14 The Owner shall pay for all testing of soils compaction. Any areas which fail to meet the above standards she be 
corrected and re tested by the Owner's testing agent at the Contractor's expense. 

15 Water service shall be installed with a minimum of 7.5 feet of cover. 
16 Contractor shall provide temporary traffic control in compliance with I.777/DOT -Temporary Traffic Control Zone Layouts 

Field Manual"  dated 2011 for construction adjacent to travel ways. 
17 Contractor shall he responsible for verification of the depth of existing stubs listed on this plan prior to the ordering 

of any fittings, structures, castings, etc. Engineer and the Owner shall not be responsible for any discrepancies found 
as depths are estimated. 

18. City inspection is required for the sanitary sewer and water service connecbons. 
19. Contractor to comply with all regulatory agency permit conditions for permits obtianed by owner and for permits 

obtained by general contractor. 
20. NI work performed and mater 015 used for construction of utilities must conform to the City of Richfield Standard 

Specifications and Details. 
21. Contractor may utilize 50R 35 as an equivalent material for sanitary sewer service. 
22. Confirm proposed sanitary service and water main service locations and elevations with mechanical plans. 
23. Refer to electrical and lighting plans for conduit size and location for menu board and light poles. 

CASTING 
CASTING 



GENERAL GRADING NOTES:  
I, Specifications applicable for this project, Current standard 

specifications for the City of Edina; the latest Minnesota 
Department of Transportation Spec if icot ons for Highway 
Construction; and all NPDES requirements except where modified 
by these documents, 

2 OSHA requirements shall be followed for all work on this project. 

3 The Contractor shall notify "Gopher State One Call" 48 hours prior 

to any excavafion (1-800-252-1166.) 
4 The Grading Contractor shall verify all locations and elevations of 

underground utilities with utility companies prior to any 
construction, and immediately notify the Engineer of any conflicts. 

5 fRnol Plot shall govern for easements and lot dimensions. 
6 Any erosion control iterns necessary to protect adjacent properties 

shall be constructed prior to the start of excavation or grading 
work. 

7 Erosion control maintenance shall be performed by the Grading 
Contractor, and removed as per the Contract Documents or as 
directed by the Owner, followed by all necessary restoration of 
disturbed area. 

8 The Grading contractor shall provide positive drainage on the site 

at all times. Grading tolerances shall be 0.10' for hard surface 
areas. Grading tolerances for the remainder of the site shall be 

0.28' 
9 The Grading Contractor shall keep public streets, parking lots, and 

travel ways clear of soil and debris. 	Daily cleaning at the 
construction entrance shall be performed, especially at the end 

of each day's worb. 

VEGETATION GROUND COVER SCHEDULE  
1. Permanent turf ground cover shall include all disturbed areos be covered 

with a minimum 4" topsoil and sodded or seeded as allowed by City, or as 
proposed on City approved landscape plan for the project. 

2. Temporary ground cover shall be 1.1nDOT seed mix 150 shall be applied at 
100 lbs/ac. 1.1nDOT Type I mulch shall be applied at 2 tons/ac and disc 
anchored in areas not covered by sod or erosion blanket. 

3. Fertilizer shall be MnDOT Type 1 10-10-20 and applied at 200 lbs/ac. 
Disc fertilizer into top 3' of soil, 	Specification reference is 1.InDOT 2575. 

4 Dormant seed mix shall be used after November I or when temperatures 
do not exceed 401  F, using same rates specified above. No seed shall be 
placed on snow or ice greater than 2" in depth. 

5. Any seeded areas that do not become established with vegetation shall be 
reseeded at Contractor's expense. 

E Erosion blanket shall be installed in seed areas with ground surface slopes 
of 511:1V or steeper. 

EROSION CONTROL INSTALLATION SCHEDULE  
1, 	Silt fence shall be installed or restored prior to any construction, 	Silt fence 

shall be located as shown to intercept runoff. The area located beyond the 
perimeter silt fence shall not be disturbed during construction. 

2. Rock Construct on Entrance shall be installed prior to grading operations. 
3, All storm sewer Inlets shalt hove inlet protection inserts 

Installed. Inserts shalt be 020001 rob Top Slab' or 'Rood 
Drain -Curb & Gutter inlet protection devices as 
manufactured by \e/IMCO (or approved equal) and Installed per 
manufacture's recommendations. 

4. Alt erosion control installations shell rernoin in place and be 
maintained In good condition by the contractor until the site hos 
been re-vegetated, at which tine It sholl be removed by the 
contractor. For proposed paved surf ace oreas, the contractor may 
remove necessory silt fencing to construct roadway, while 
maintaining adequate erosion control In adjocent areas. 

5, Cuff [dent topsoil shall be stockpiled to allow for the replacement 
of 4' topsoR for disturbed oreos to be re-vegetated. 

6. The contractor-  shall schedule site grading, utility installotion ond 
site construct Ion so that the general site con be mulched and 
sodded or re seededas soon os possible soon after disturbonce. 
Areas that will not be subject to construction troffIc shall be 
seed ond mulched or sodded within 72 hours of final groding. 

EROSION CONTROL MAINTENANCE SCHEDULE  
. Erosion control measures shall be inspected by the contractor's representative 

and maintained by the contractor every Friday and within 24 hours after any 
rainfall event larger than 1/2' until the project is completed. 	Maintenance 
requirements are as follows: silt fence- 1/3 height of fence or damaged, 
remove sediment and/or repair fence within 24 hours; rock entrance - 
refresh as necessary to conform to detail; net protection inserts - remove 
sediment after each rain event, clean or replace filter when clogged; surface 
water - droin and stabilize, within 72 hours of discovery: street sweeping - 
remove al sediment tracked onto paved surfaces within 24 hours ores 
directed by City Engineer. 

2_ Replacement - Fabric shall be replaced prornptly when it decomposes or 
becomes ineffective before the barrier is no longer necessary. 
Any sediment remaining in place after silt fence is no longer required shall be 
dressed to conform with the existing grade. prepared, and seeded with 
appropriate seed mix, as directed by the engineer. 

4. Removal of the sit fence- Silt fences shall be removed when they hove 
served their useful purpose, but not before the upward sloping area has been 
permanently stabilized. If the upward sloping area is to be exposed longer 
than six (6) months, that area shall be covered with temporary vegetation 
when first exposed. 

RESPONSIBLE PARTY  
Contact information for the responsible party for erosion control ith 
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Top out of hydrant located on Southdole Circle at 
62 feet southwest of southwest property corner. 

Elevation = 883.40 feet 

LEGAL DESCRIPTION:  
Tract C. Registered Land Survey No. 1357, 
Hennepin County, Minnesota. 
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EROSION CONTROL NOTES  
1. All devices necessary to control erosion and sediment (I .E. perimeter silt 

fence, rock construction entrances, swales, ponds. berms, ETC.) shall be 
installed peer to any other construction operations. 
Temporary erosion control soil stabilization shall be completed within 72 hours 
of disturbed areas that are to remain fallow and in an unfinished temporary 
condition. Temporary stabilization to be completed in compliance with 1.1nDOT 
2515 specifications. 

3 	After completion of final grading, exposed soils must be permanently stabilized 
within 72 hours. Slob loot 	shall consist of disc-anchored seed Er mulch or 
sod as allowed by City, or as proposed on City approved landscape plan for 
the project, 
The site roust be kept in a well drained condition at all times. The 
contractor shall be responsible for temporary ditches, or other means 
necessary to ensure proper drainage, The building pad must be provided with 
a positive outflow. This work shall be incidental to the grading contract. 
Entering/exiting of the site shall occur only at rock construction entrance to 
reduce tracking of dirt onto paved streets. Sediment tracked onth streets 
during working hours must be reclaimed via street scraping and sweeping at 
the end of each working day. 

POLLUTION PREVENTION NOTES  
I . 	Solid waste; collected sediment, asphalt and concrete rnillings, floating debris, 

paper, plastic, fabric, construction debris and other wastes must be disposed 
of properly off-site and must comply with MPCA requirements. 

2. Hazardous materials: oils, gasoline, paint, and any hazardous substance must 
be properly stored, including secondary containment, to prevent spilH, leaks or 
other discharge. Restricted access to storage areas must be provided to 
prevent vandalism. Storage and disposal must be in compliance with MPCA 
regulations. 

3. External washing of trucks or other construction vehicles is not allowed on 
site. No engine degreasing is allowed on site No concrete woshouts are 
allowed on site 
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12. PROVIDE SITE WIDE IRRIGATION SYSTEM DESIGN AND INSTALLATION. SYSTEM SHAU. BE A FULLY PROGRAMMABLE SYSTEM CAPABLE OF ALTERNATE DATE WATERING. THE 
SYSTEM SHALL PROVIDE HEAD TO HEAD OR DRIP COVERAGE AND BE CAPABLE OF DELIVERING ONE INCH OF PRECIPITATION PER WEEK SYSTEM SHALL EXTEND INTO THE 
PUBLIC RIGHT-OF-WAY TO THE EDGE OF PATHTVAWBACK OF CURB. 

13. CONTRACTOR SHALL SECURE APPROVAL OF PROPOSED IRRIGATION SYSTEM INCLUDING PRICING FROM OWNER, PRIOR TO INSTALLATION. 
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1 - ISL (2.8" CAL) 

DEC,ORATTVE ROCK 
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PLANT SCHEDULE - ENTIRE SITE 

SYM QUANT. COMMON NAME BOTANICAL NAME SIZE ROOT COMMENTS 

DECIDUOUS TREES 

ARM 2 AUTUMN RADIANCE RED MAPLE Acer rubrum 'Autumn Radiance' 2.5* BOB STRAIGHT LEADER FULL FORM 

SWO 2 SWAMP WHITE OM< 

EVERGREEN TREES 

Ileums Wed°, 2.5' BOB STRAIGHT LEADER FULL FORM 

BF 2 BALSAM FIR Pima afro!). 68,1 BIB STRAIGHT LEADER FULL FORM 

BETS 4 BLACK HILLS SPRUCE Picea V312C3 Densata.  11 BUB STRAIGHT LEADER FULL FORM 

ORNAMENTAL 

ABS 2 AUTUMN BRILLIANCE SERVICEBERRY AmeIanchler grandloNa 'Autumn Bnlenee' 1-12' cal BUD 

ISL 4 IVORY SILK LILAC SyrInga retaliate 'Nay SHE 1.12' cal BOB 

SHRUBS 

ORB 7 GOLDEN NUGGET BARBERRY Berbeds thunbergi 'Maniere' #2 COW. 

DEL 10 DWARF KOREAN LILAC Syringe meyeri-PaRrin* #2 CONT. 

PERENNIALS 

PAID 8 PARDON ME DAYLILLY HernerocaRs Pardon Me.  #2 CONT. 

BES 34 BLACK EYED SUSAN Rudbeckla ftegIda 'Goldslurm' N2 CONT. 

GRASSES 

KFG 34 KARL FOERSTER GRASS CataiTagnntis B eatiliera 'Karl Foerster' #2 CONT. 

LANDSCAPE NOTES 

I. WHERE SHOWN, SHRUB BEDS SHALL BE MULCHED ROTH 4' DEPTH (MIN. AFTER INSTALLATION AND/OR TOPDRESSING OPERATIONS) OF 1.12' BUFF LIMESTONE ROCK MULCH 
OVER WEED BARRIER OWNER TO APPROVE ROCK SAMPLE PRIOR TO INSTALLATION. POLY-EDGER TO BE VALLEY VIEW BLACK DIAMOND OR APPROVED EQUAL. 

2. RANDOM SIZED LIMESTONE BOULDERS COLOR AND SIZE TO COMPLIMENT NEW LANDSCAPING. OWNER TO APPROVE BOULDER SAMPLE PRONTO INSTALLATION. 

3. PLANT MATERIALS SHALL CONFORM WITH THE AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS AND SHALL BE OF HARDY STOCK, FREE FROM DISEASE, DAMAGE AND 
DISFIGURATION. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING PLUMBNESS OF PLANT MATERIAL FOR DURING OF ACCEPTANCE PERIOD. 

4. UPON DISCOVERY OFA DISCREPANCY BETWEEN THE QUANTITY OF PLANTS SHOWN ON THE SCHEDULE AND THE QUANTITY SHOWN ON THE PLAN, THE PLAN SHALL GOVERN 

S. CONDITION OF VEGETATION SHALL BE MONITORED BY THE LANDSCAPE ARCHITECT THROUGHOUT THE DURATION OF THE CONTRACT. LANDSCAPE MATERIALS PART OF THE 
CONTRACT SHALL BE WARRANTED FOR TWO (2) FULL GROWING SEASONS FROM SUBSTANTIAL COMPLETION DATE. 

B. AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL RECEIVE LAYER LOAM AND SOD AS SPECIFIED UNLESS OTHERWISE NOTED ON THE DRAWINGS. 

7. COORDINATE LOCATION OF VEGETATION WITH UNDERGROUND AND OVERHEAD URLITIES, LIGHTING FIXTURES, DOORS AND WINDOWS. CONTRACTOR SHALL STAKE IN THE 
FIELD FINAL LOCATION OF TREES AND SHRUBS FOR REVIEW AND APPROVAL BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. 

8, ALL PLANT MATERIALS SHALL BE WATERED AND MAINTAINED UNTIL ACCEPTANCE. 

S. REPAIR ATARI COST TO OWNER ALL DAMAGE RESULTING FROM LANDSCAPE CONTRACTOR'S ACTIVITIES. 

ID. SWEEP AND MAINTAIN ALL PAVED SURFACES FREE OF DEBRIS GENERATED FROM LANDSCAPE CONTRACTOR'S ACTNITIES. 

11. REPAIR AT NO CAST TO THE OWNER IRRIGATION SYSTEM DAMAGED FROM LANDSCAPE CONSTRUCTION ACTIVMES, 

LANDSCAPE REQUIREMENTS 

Zoning. PCD-3 

IA NDSCAP E CALCULATIONS 

REQUIRED: 

PERIMETER OF LOT/AR 

544/ 	40" 

TYPE 

13.A) 54) 

DECIDUOUS 	CONIFEROUS B. H. LESS THAN 24' 

REQUIRED 

NUMBERS 

ROUNDED UP 

TO NEAREST 

ORNAMENTAL 2 00 LESS 	5' OR LESS 5% 0.68 1 

COMPLIMENTARY 2.5" OR GREATER 	6' OR GREATER 60% 8.16 9 

ACCENT 3.5" OR GREATER 	8' OR GREATER 2065 2.72 3 

PRIMARY 4.5" OR GREATER 	10' OR GREATER 10% 1.36 2 

FULL 5.5" OR GREATER 	12' OR GREATER 5% 0.68 1 

TOTAL REQUIRED 16 

PROPOSED: 

SEE P [ANT SCHEDULE AND LANDSCAPE PLAN 

PRUNE AS FIELD DIRECTED BY LANDSCAPE 
ARCHITECT To IMPROVE APPEARANCE (RETAIN 
NORMAL SHAPE) 

PLANT TOP OF ROOTBALL 1.2.  ABOVE ABOVE 
SURROUNDM GRADE 

KEEP MULCH 2' FROM TRUNK 

EXISTING GRADE 
ROOTS AT OUTER EDGE OF ROOTBAII LOOSENED TO 
ENSURE PROPER SACKFUL-TO-ROOT CONTACT 

SLOPE SIDES OF HOLE 

BACKFTLL AS PER SPECIFICATION 

CO NOT EXCAVATE BELOW ROOTBALL 
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PRUNE AS FIELD DIRECTED BY THE LANDSCAPE 
ARCHITECT TO IMPROVE APPEARANCE (RETAIN 
NORMAL TREE SHAPE) 

THREE 21(47CLY WOODEN STAKES, STAINED BROWN 
WITH TWO STRANDS OF HERO TWISTED TOGETHER 
STAKES 0181I1 BE PLACED AT 120' TO ONE ANOTHER 
WIRE SHALL BE THREADED THROUGH BLACK RUSHER 
HOSE COUARS 

TRUNK RARE JUNCTION. 
RANT TREE 1,2' ABOVE DaSTING 
GRADE 

MULCH TO OUTER EDGE OF SAUCER KEEP MULCH 2' 
FROM TRUNK_ 

EXASTING GRADE 

UNPIN/ REMOVE BURLAP FROM TOP 11308' 
ROOT EAU. IF NON-BIODEGRADABLE, REMOVE 
COMPLETELY 

SLOPE SIDES OF HUE 

BACKFII AS SPECIFIED 

DO NOT EXCAVATE 
BaOW ROOTBALL 

I THREE TRES WIDTH 
OF ROOTBAU. 

0  EVERGREEN TREE  
NTS   

0  DECIDUOUS TREE 
N T S 

PRUNE AS FIELD DRECTED BY THE LANDSCAPE 
ARCHITECT TO LVPROVE APPEARANCE (RETAIN 
NORMAL TREE SHAPE) 

THREE 7X410' WOODEN STAYES, STAINED BROWN YATH 
TWO STRANDS OF WRETWISTED TOGETHER STAKES 
SHALL BE PLACED AT 120' TO ONE ANOTHER HERE SHALL 
BE THREADED THROUGH BLACK RUBBER HOSE COLLARS 

TRUNK FLARE JUNCTION: 
PLANT-TREE 1`.2' ABOVE DDSTING GRADE 

MULCH TO OUTER EDGE OF SAUCER ?EEP MULCH 2" 
FROM TRUNK 

EXISTING GRADE 

CUT/WO REMOVE BURLAP FROM TOP 10 OF ROOT BALL IF 
NON-BIODEGRADABLE, REMOVE COMPLETELY 

SLOPE SIDES OF HOLE 

SACK:FILL AS SPECIFED 

DO NOT EXCAVATE BELOW ROOTRALL 

LEGEND 

10114--  UMIT OF ROCK 

0-- PROPOSED IEEE 

CRii36- PROPOSED SHRUBS-SIZE VARIES-SEE SCHEDULE 

0 e- 

 

DECORATIVE BOULDERS, 113"-30" DIA 

WCL 
Associates. Inc. 

Ae chi- 1001111e 

Interiors 

4931 Vast 3.S. Skeet 
Suite 200 

St. Lou. Park, Minnesota 
5,116 

11.32...1-3969 
P.P32..341-9554 

monarchs com 

Taco 
Bell 

3210 Southdale Circle 
EDINA, MN 55435 

Developed by: 

Border Foods 
965 Decatur Ave North 

Golden Valley MN 55427 

New Address as of April 
4, 2014 

5425 Boone Ave N. 
New Hope,MN 55428 
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ALS 	1357 

e-- 	AL1A/ACSV LAND ii LE SURVEY FOR: 

BORDER FOODS COMPANIES 
965 Decatur Avenue North 
Golden Valley, MN 55427 
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, S 89-f iilneii E-12-9-.313,  . . 
Legal Description 

Tract C. Registered Land Sieve,' No.13577. 

Toy.. n ith a pemunont, nonditrolusit e casein,. for road,-ay ow-poxes ca. cr, upon and act. 
Who 11. Suuthilale-York Addition, a.s then n in Idced Dxxvtuem No, 1021224. 

Hennepin County, M1Iinneixtrd. 
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I1 Note Corresponding to Schedule B, Part It 
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... 	.......: ,... „ . 	. 	, 	' 0 	Iwns 1 ant 2 -not a serve,/ .5. et MO( . our knottiedge. 

c2--) 	Itien 3 - End et wood fence atrif II east fine oncroaches 0.1- milli prapady 
toonershtn of fences atone so. and nuts toes not krdnn to us) 

C.-3) 	Items 4 Mt, 9 ate . a survey Issue 77 00 o000  ntedge. 

0 	Itatn 10 - Nat., a...City easement per .1. of Satlidaie-York Add Lien 
as shonn hereon. 

t.5„) 	Items 11 and 12 are . a survey 03o or 030 ow krionfedge. 
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ALTA/ACSM Land Title Survey 

.T. undersIgned hereby code. lo ',actin Development III, LLC a Moansota..ed 1531,,7 comp.',  are 
Coma-mt. Partners Td1e, LLC as age.. S)e-neat° Guaranty Company. ntrh tespect la the owe! 
mep dated September 19.2012 entitled 'ALTA / ACS1,1 Land Ttre Sunny` by The Gregay Group, Inc 
d b a Lot Surveys Company, at Wows: 

(0 	Mat (a) Me map and the sunetr on iailittrx 50 based were made. an:a/dance wnlv '2011 ?Animism 
Stand.vd Data' Requirements for ALTA/ACSM Land To. Surveys.  fo.try estabSotted a. adopted 
by ALTA, and NSPS . 2011, and (030055 gems I. 2, 3, 4, 5, 6)). 7(a), 7(c), R 9. 11(a). IS, 17, and 
18 of Tab'. A thereof: (b) parsuant la the Axuracy Standards as adopted by ALTA and USPS and In 
effect on the data of ibis cor.ation, the undersigned fun. ce.f.es  that in my ptrafe,s'onal opinion. 
as a land surveyor ut Me Stale of Manes... Retelne Positional Accuracy of Ittrs Sign ey does not 
exceed Mat xi-deb la spenraff Moroni and (c) the map and sun ey on xhich Cs based comply nigh 
ad appitrtatte 1310 of the trend-atm In ohich the subiect property Fes. 

lit) 	that. survey map iv en anourala survey of al of the real pnapedy lege,/ described therein, 

(tr) 	that Ma survey map was prepared under the deod supervitron and control of . undersbned h. 
an actual Instrument sunny made on the ground of die real property trgaty dentribed therein 

(75) 	.1 there am na encroachments either across property Ines or tiortrog ditrtri, fres or restr■cilon trees 
In effect as el the date of the sunny. except as shown ten. 

party naes and restricted areas as of the dale of . surrey and aseas aged. hy other matters, If 
any. fisted . titte Insurance cont... ntrmber On number 36064 Issued by Me Commercial 
Pada. Tale, LLC as agent for Stexad Tdie Guaranty Company, Dated August 27, 2012. 

(0) 	mat legaity suffitrent Ingress and egress m the PrnfedY sone). Is Voided hil Sen.. Cif,. 
upon 'Atich the subtect property abuts. the same teng paved and pubtre streets. or paved and 

wattr leading to pubiic streets, as to nit,. the property 00003 00 an absot05 right of use; 

Iirt) 	Mat . porton of. property son,. Is Iodated fti an area designated as a Special F kod Hay.rd 
Area by the Unted States Depart.nt of ftraistng and Urban Devetripmiaal and the property 
sena, ed as . a Zona iXf an area of innitrum flooding. 

tog) 	MalUre property surveyed does net...5 any acrptring property fur /mirage. ingress, egress, or 
any .her apparent popose. Except as shann hereon_ 

(tr) 	Mat the land as described on the Silniay map, does not constitute an Meg. nitchvtrion of land under 
slag lafc nr local. oounty Of city ordinances; 

(e) 	that if . land, as describsd on the survey map. constitutes mono Man ono parcel or lot. there areno 
gefia, gores  or ttriPs) 

t.) 	tna . land, as destrxbed . the stave, map consists of 1 lax parcel which is designated on the 
sunny ma.p. none of such land Vies trig,. any ot. tax parned(s); and no other . parcetrs) le intik.. 
such Ia.. and 

0AA 	that die undersigned is a regintered land suntryor legaey doIng survey business and at good standFg 
51 the Stale of P.En.sota 

/rE 
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Vicinity Map 

Legend of Symbols & Abbreviations MISCELLANEOUS NOTES Current Zoning Information Ili, In 	505,, 

555. 	C 	ar .55 	4 
Legal descriptor, end easements per ltre commboont tram Commercial Partners 
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11 SI'd'Grfitrocy R. Prasch 
Registeied Land Survegnr No 
In Me State Al 1.6nnetre. 

Da. September 15. 2012 

Survey Padonned RI 

The Ctregory Ctn.,. Inc. d.b.a. 
Lot Surveys CortiPany 
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Associates. Inc. 

Architecture 

Interiors 

4931 West Porn Street 
Suite 200 

St. Louis Park, Mmes. 
55416 

T.952..541-9969 
P..962 641-9664 

TACO 
111111-1, 

Taco 
Bell 

3210 Southdale Circle 
EDINA, MN 55435 

Developed by: 

Border Foods 
965 Decatur Ave North 

Golden Valley MN 55427 

New Address as of April 
4, 2014 

5425 Boone Ave N. 
New Hope,MN 55428 

I hereby comfy Mat this pOse ions prepared by me or 
supenision and Part am a duly 

Ecensed archiect under the laws of Me State of 
Mtrine.ita 

Signature 
Date Ckark  Name 
14.883  Regitrrainn 

n  Prefect Contact 	.a Idadson  
952,541.9969  Phone Nun.: 

Print litistaiy 	 Date 
SITE PLAN REVIEW 	03072014  

A-

A-

A-

A- 

New Building 
Ni-28, 28 Seats: 1,847 SF 

SURVEY 

Project 	2013 06 08 

SR1.0 
TACO BELL EDINA, MN 
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Developed by: 

Border Foods 
965 Decatur Ave North 

Golden Valley MN 55427 

New Addresses of April 
4, 2014 

5425 Boone Ave N. 
New Hope,MN 55428 
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t All equipment, including milhvork cabinets, most be 
mounted on casters, six-inch legs, or sealed to a solid 
masonry base. Enclosed, unfilled bases are not permitted 

2. Provide property installed sheets of stainless steel on the 
wall behind the grease produdng equipment from the 
bottom of the hood to the top of the floor base cove. 

3. A licensed plumber shall install all plumbing according to 
the Minnesota Plumbing Code. In addition, plumbing 
plans must be submitted to the Minnesota Department of 
Labor and Industry, Plumbing and Engineering Unit, 443 
Lafayette Road North, St.Paul, MN 55155-4343 or a 
munidpality with the delegated plumbing inspection 
program for review and approval prior to installation. 

4. Provide an adequate number of floor drains that are 
easily accessible for cleaning. Floor sinks are shown 
on the plan in several locations. Floor sinks should only 
be used when required by large flows. Use floor drains 
instead. 

5. Check with the local municipality for their regulations 
regarding grease trap requirements. If a grease trap is 
Installed, the lid should be mounted flush with the floor 
and it shall be accessible for cleaning. 

6. Handsinks, preparation sinks, and three-compartment 
sinks must be directly wasted. Please refer to the MN 
Plumbing Code. The plan appears to show the prep sink 
and the three compartment sink indirectly wasted into 
floor sinks. 

7. Employee hand washing sinks must be conveniently 
located In all food preparation, food dispensing, and 
utensil washing areas. 

8. Either adequate space (12 inches) or a shield must be 
provided between the preparation/hand sink and a 
preparation table to preclude contamination by splash. 

9. Ensure a sign directing employees to wash hands, hand 
cleanser, single-use towels, and a fingernail brush is 
provided at all hand wash sinks located In food service, 
food preparation, and warewashing areas. 

10.Provide hooks or hang-up brackets at the utility sink for 
the storage of mops and brooms 

11.Provide an area for storage of employees personal 
belongings that is separate from food, clean equipment, 
and single service supplies. Employee lockers must be 
wall mounted or on six-inch legs. 

12.The food storage shelving used in the walk-in 
refrigerators must be NSF approved stainless steel, 
factory pre-coated epoxy or Metroseale for example. 
Chrome or zinc- plated shelving without an approved 
factory applied hard-baked protective coating is not 
approved for this purpose 

13.The walls and ceilings in the food preparation, utensil 
washing and toilet room areas must be smooth, durable, 
non-absorbent, and easily cleanable such as stainless 
steel, ceramic tile, or fiberglass reinforced panels (FRP). 
In areas where paint Is permittable, the finish shall be 
light In color, smooth, durable, and easily cleanable (e.g. 
high gloss enamel). 

14.Perforated or fissured drop lay-in ceiling panels are not 
acceptable. Provide durable, washable ceiling panels, 
such as vinyl-clad panels. 

15.0utside garbage and refuse containers, including 
compactors, must be stored on a smooth and non 
absorbent surface. 

16.Install a sufficient number of light fixtures in the food 
preparation and warewashing areas to provide a 
minimum of 70 foot-candles of light at 30 inches off the 
floor.20. Provide at least 30 foot-candles of light In 
storage rooms.21. Lights over exposed food storage, 
food preparation, food display facilities, and utensil 
cleaning and storage areas must be shielded or 
shatter-resistant. 
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hxre.by certf/ That this Man Oct prepared by ma or 
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kensed ambaect under Ma taros HOc State or 

Minnesota 

ignahire 
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0 OW ITEM REMARKS 

(I 1 NUTRMON POSTER 1 SEE MO FOR LOCATION 

0 5 TASTE DIPLOSION 124' W X 24.1-1) SEE 613.0 FOR LOCATION 

0 r VOLCANO TARGET (24. W X 24. IT) SEE 68.0 FOR LOCATION 

0 1 'NYC TACO TAD' 124' W X 24.1-6 SEE 60.0 FOR LOCATION 

0 i 'WEST COAST ECHILF_RATION. 124' W X 24'1-6 SEE A8.0 FOR LOCATION 

0 1 TACO NIGHTTIME SEE 60.0 FOR LOCATION 

0 1 TACO BEACH BALL' 124' W X 24. I-6 SEE A8.0 FOR LOCATION 

0 1 ' LIVE MUSIC' 124' W X 24. HI SEE A8.0 FOR LOCATION 

0 1  IMELAN ATTITUDE" 124' W X 24' I-1) SEE 60.0 FOR LOCADON 

1 THE NUTFUTION MATERIALS (ACRYLIC HOLDER, NUTRMON POSTER AND BRAND 
NUTRITION BROCHURES) ME PART OFA NEW RESTAURANTS GRAND OPENING KIT AND 
ARE PRONGED BY YUM FORMS. 

ECOR 
REFER TO SCOPE OF WORK SHEETS OF 1HE PROJECT SPECIFICATIONS 
RESPONSIBILITIES. 

. (1-1) SYMBOL DENOTES A HIGH TABLE OR DINING COUNTER WITH 

& SYMBOL DENOTES AN ACCESSIBLE TABLE. ACCESSIBLE TABLES 
CONFORM TO ADA DIMENSIONAL AND CLEARANCE REQUIREMENTS 
KEYNOTES 3, 4 / THIS SHEET and PROTOTYPE DECOR DRAIMNGS); 
SHALL INCLUDE THE INTERNATIONAL SYMBOL OF ACCESSIBILITY 
ENGRAVED/EMBOSSED (PEMAANENTLY APPUED) TO THE 
TABLE EDGE. 

MANUAL) FOR 

STOOLS. 

SHALL 
(SEE 

AND 

TABLE TOP OR 

STORAGE TYPE 	 LINEAR FT. 

DRY STORAGE 51.5 

COLD STORAGE 18 

FROZEN STORAGE 13 

CD HOOD FIRE SUPPRESSION SYSTEM (ANSUL R-102). 

CD SERVICE DOOR. SEE SHEET All FOR SECURITY DOOR PACKAGE 

C) MAINTAN 36' MIN CLEAR AISLE EGRESS PATHS TO EXIT DOORS. 

CD 30' x 48. ACCESSIBLE CLEAR FLOOR SPACE 

CD DOT INDICATES CORE DRILL LOCATION. CORE DRILL LAYOUT TO BE PROVIDED BY 
CHANGE CORE THE SEATING VENDOR. SEE DETAIL 7/A6.3 AND SCOPE OF WORK 
DRILL BITS TO MATCH DECOR BASE SIZE TO MAINTAIN 3 /0' MAX GROUT LINE 
MOUND BASE 

CD LOCATION OF PULL STATION @ 3-8' A.F.F. 

CD GAS UNE DOWN TO EQUIPMENT. 

CD COORDINATE LOCATION OF 110111Z PVC SYRUP CHASE, SEE RCP All. 

CD SPLASH GUARD. SEE DETAIL 9/60.3. 

CD CO2 RD_ 

CD GREASE INTERCEPTOR. SEE PLUMBING DRAVANGS. 

CD SWRCHGEAR / ELECTRIC PANELS. 

CD NOT USED. 

CD ROOF LADDER 

ED ACCESSIBLE COUNTER AT 34' AF.F. MAINTAIN 361 CLEAR OF OBSTRUCTIONS, 

moo 
	 Dme Ctark 
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	952,41.9469 
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SOUTH ELEVATION (MAIN ENTRY) Ibv=1,-0,  A 

• EASE THICKN ESS - 1" THICK DEFS 

® BASE THICKNESS - 2 THICK DEES 

@ BASE THICKNESS -1" THICK DEFS 

D.E.F.S. THICKNESS NIT 

Kv-xx,o,  	 CITY ITEM DESCRIPTION ELEC 

5-349 3 TACO BELL LETTERS IC HIGH, WHITE RAT FACED X 

5-322 3 TACO BELL BELL' SIGN 4-10 1 /2 W x 4-6 1/4 H X 

SIGN SCHEDULE NTS 

HD EFS 
MAIN BUILDING WAIL lib 

VARIES 

PARAPET CAP 

SLAT WALL 
BY VENDOR 

VIDEF 
MAIN BUILDING WALL [II: )  

ALUMINUM VALANCE 
BY VENDOR 

BOTTOM OF VALANCE 

SLAT WALL COLOR TRANSITION NTS.  

PARAPET CAP 

  

1" D EF S LEDGE []9 

  

D E F S171:-Ea-0 

  

STRIDES CsiKT BDANE EDS Do 

 

95  

DEFS THICKNA- 

 

TRANSITION 

1.  HIGH IMPACT D.E.F.S. 

MAN BUILDING WALL DI) 

D.E.F.S. THICKNESS COLOR TRANSITION N T S 

SYMBOL AREA MANUFACTURER COLOR 

a MAIN BUILDING COLOR 

WALL COLOR BEHIND SCREEN WALL 

SHERWIN WILUAMS 

SHERWIN WILLIAMS 

SW 6122 'CAMEL BACK 
___.............___. _____ 	- 	  

SW 6831 'CLEMATIS' 13 

Ei ACCENT COLOR SHERWIN WIWATAS SW 2823 ROOKWOOD CLAY' 

SLAT WALL AND VALANCE COLOR SHERWIN WILLJAMS SW 7034 'STATUS BRONZE' 

5 PARAPET CAP COLOR PREF1NIDHEDOANKBRONZE  

6 SIMULATED MASONRY VENEER BORAL STONE PRODUCTS PROSTONE LEDGESTONE VINTAGE WINE PRO-482284 

lal STOREFRONT WINDOWS TBD " DARK BRONZE' 

8 PIPE BOLLARDS YELLOW - I/4 THCIK PLASTIC COVER (US POSTMAN COM) OR EQUAL STREET SMART 

EXTERIOR FINISH SCHEDULE 

Page. 	2013 06 08 

Dram DAM 

Chec4 ed A4.0 

Phone Number • 	952.5449959  

Prin.-6story 	 Date 
SITE PLAN REVIEW 	 0107.2014 

A- 
A- 

A- 

New Building 
Ni-28, 28 Seats: 1,847 SF 

EXTERIOR ELEVATIONS 

2, 
2 

LT' 

0 

.2  

KEY NOTES 

CD WALL SHALL BE FINISHED PRIOR TO INSTALLATION OF SWITCHGEAR 

CD SIMULATED MASONRY VENEER. 

CD ROOF ACCESS LADDER AND DOOR. 

CD MU BEYOND. PAINT TO MATCH BUILDING WALL 

SWITCHGEAR PANT TO MATCH WALL 

CD ALUMINUM SLAT WALL BY VENDOR 

CD BOLLARD 

CD BREAK METAL COVER OVER WOOD STUDS TO MATCH STOREFRONT SEE 3,46 7/A6.1 

CD 2' D EF.S. TO MATCH TOP OF WINDOW HEIGHT. PROVIDE iDE.F.S ABOVE THAT POINT. 

CD PROVIDE 9/16 DIAL PAGE WALL BUSTER PLASTIC CONDUIT STUBS INCLUDING NIPPLES 
THROUGH EXTERIOR WALL INSTALL CONDUIT AT SUGHT ANGLE DOWNWARDS TOWARD 
GRADE FOR EXTERIOR ILLUMNATED SIGNAGE AND SLAT via" LES LIGHTING ONLY 
COORDINATE LOCATIONS AND QUANTITIES OF CONDUIT WITH OWNERS SIGN 
MANUFACTURERANSTALLER SEAL ALL PENETRATIONS WEATHER TIGHT. 

MISCELLANEOUS  
A SEE SHT At 1 WINDOW TYPES' FOR WINDOW ELEVATIONS 
B SEE SCOPE OF WORK FOR RESPONSIBILITIES 
C THE PAINT COLORS SHOWN ARE COLOR REFERENCES FOR THE DEES SUPPLIER 
• D EF S TEXTURE SHALL BE FINE 

SEALERS (REFER TO SPECS),  
A SEALANT AT ALL WALL AND ROOF PENETRATIONS 
B SEALANT AT ALL WINDOW AND DOOR FRAMES AT HEAD AND JAMB DO NOT SEAL SILL 4,7) 

WINDOWS 
C APPLY NEOPRENE GASKET (C05fT.) BEMEEN BUILDING 8 CANOPY/TAELUS 

LEGEND 

A VENDOR SCOPE INCLUDES SUPPLY AND INSTALLATION OF AWNINGS, 
CANOPIES, AND SIGNAGE. 

B DENOTES 2" THICK DEES 

CRITICAL" DIMENSIONS  
A REQUIRED CLEAR OPENING WIDTH TO ENSURE COORDINATION WITH STANDARD 

SIGNAGE/ BUILDING ELEMENTS DIMENSIONS 

<VTODD' 	 QTY ITEM DESCRIPTION ELEC 

V-350 1 TACO BELL DRIVE THRU CANOPY X 

V-348 1 TACO BELL 'BUILDING ACCENT X 

V-361 1 SLAT WALL AND ALUMINUM VALANCE X 

REQUIRES ELECTRICAL CONSECTON SEE ELECTRICAL PLANS. 

CANOPY AND BLDG. ACCENT SCHED. 	N.T.S. 

CD BUILDING SIGN UNDER SEPARATE PERTAfT 

C.) DRIVE THRU WINDOW SEE SHEET A1 0 AND A1 1 

CD ROOFING AT PARAPET BEYOND 

Ii:=) STOREFRONT WINDOW SYSTEM TYPICAL 

() STOREFRONT DOOR 

CD SWITCH GEAR TORT PANTED TO MATCH BUILDING 

CD ARCHITECTURAL ALUMINUM VALANCE BY VENDOR 

UGI-IT SCONCE AUGN BOTTOM OF FIXTURES MOUNTING BRACKET WITH 
CHANGE IN DEES THICKNESS 

CD CANOPY WITH RJRN BUCKETS SEE SCOPE OF WORK 

(-7-0 SCUPPER, COLLECTOR, AND OPEN FACE DOWNSPOUT PANT TO 
MATCH ADJACENT WALL 

DEFT (TYP) 

PARAPET COPING IF DURO-LAST EDGE TRIM IS USED USE THE DURO-LAST 
PRE-FINISHED EDGE TRIM 

CD CO2 FILLER VALVE 8 CCNER SEE DETAIL 5/A6 2 SIM 

DEPS REVEAL JOINT 

SEALANT JOINT, SEE FULLERTON PLANS 

CD GAS SERVICE 

WCL 
Associates. Inc. 
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Signature t 
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